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Abstract
In this work, three different methods of doping superconducting films have been
studied; cationic substitution of Pr3+ (Pr) in Y3+ site and non-superconducting per-
ovskites BaMO3 (M = Ce, Zr) (BCO and BZO, respectively), to investigate their effect
on structural and superconducting properties in pulsed laser deposited YBa2Cu3O7−δ
(YBCO) thin films. Also, both micro- and nanograined YBCO were used to investi-
gate their difference in anisotropic and high-field properties. Structural properties were
investigated with atomic force microscopy (AFM) and X-ray diffraction (XRD), in ad-
dition with earlier transmission electron microscopy (TEM) results. Superconducting
properties were measured with the magnetometry and electrical transport of angular
dependency of critical current densityJc up to 8 T and down to 10 K, together with
electrical transport on a pulse magnet setup up to 30 T at temperatures between 65 and
88 K.
Pr inclusion was found to decrease all the superconducting properties in samples on
STO. However, in samples on NiW and MgO bothJc and the superconducting transition
temperature,Tc, increased for low dopant concentrations (<4%). Jc increased for low
concentrations of Pr at temperatures above 60 K in samples on MgO substrates and at all
temperatures and fields in samples on buffered NiW substrates. This increase is related
to the increase in grain boundary critical current densityJgbc .
BCO doping increasedJc, and the highest values were obtained with 2 – 4 wt%
of dopant concentration, depending on temperature and external magnetic field. The
structural measurements and angular dependency ofJc indicate that BCO grows cube-
on-cube forming randomly distributed nanoparticles in the YBCO lattice, with a size of
≈ 2 nm, therefore giving rise to isotropic pinning. Also, the angular anisotropy ofJc
was found to decrease with BCO inclusion. In contrast, BZO grows epitaxially cube-on-
cube with YBCO, forming a correlated network of film penetrating nanorods. The thin
films ablated from the nanograined target together with the BZO-doped nanograined
target were found to have greatly decreased angular anisotropy ofJc, compared to thin
films deposited from the micrograined target. This is due to the excess number of lattice
defects, mostly dislocations, caused by smaller growth islands in samples deposited
from nanograined YBCO, and nanorods in BZO-doped samples. Moreover, the optimal
BZO concentration was found to increase above 20 T and in samples on NiW substrate.
In high fields, this is connected to a model where isotropic pinning sites are formed in
addition to nanorods, and in samples on NiW to a higher lattice defect density.
iv
Articles included in this thesis
[P1] M. Irjala, H. Huhtinen, P. Paturi, Anuj Kumar, V. P. S. Awana, A. V. Narlikar and
R. Laiho,Optimization of the Pr concentration in Y1−xPrxBCO films prepared
by pulsed laser deposition, Journal of Physics: Conference Series,153 (2009)
012014
[P2] M. Irjala, H. Huhtinen, V. P. S. Awana, M. Falter and P. Paturi,Increased grain
boundary critical current densityJgbc by Pr-doping in pulsed laser deposited
Y1−xPrxBCO thin films, Journal of Applied Physics,In Print (2011)
[P3] M. Irjala, H. Huhtinen, R. Jha, V. P. S. Awana and P. PaturiOptimization of the
BaCeO3 concentration in YBCO films prepared by pulsed laser deposition, IEEE
Transactions on Applied Superconductivity,21 (2011) 2762
[P4] P. Paturi, M. Irjala and H. Huhtinen,Greatly decreased critical current density
anisotropy in YBa2Cu3O6+x thin films ablated from nanocrystalline and BaZrO3-
doped nanocrystalline targets, Journal of Applied Physics,103(2008) 123907
[P5] H. Huhtinen, M. Irjala, P. Paturi, M. A. Shakhov and R. Laiho,Influence of
BaZrO3 dopant concentration on properties of YBa2Cu3O6+x films in magnetic
fields up to 30 T, Journal of Applied Physics,107(2010) 053906
[P6] H. Huhtinen, M. Irjala, P. Paturi and M. Falter,Optimal BZO Doping in YBCO
Films Grown on Single Crystal STO and Buffered NiW Substrates, IEEE Trans-
actions on Applied Superconductivity,21 (2011) 2753
My contribution to the publications is as follows. I have deposited the samples in
[P1]–[P3] using readily available targets, measured and analysed both the structural
and superconducting measurements and authored the papers. In [P4]–[P5] I have done
the photo-lithography and AFM analysis of the patterned samples. In [P5]–[P6], I have
performed the magnetic measurements and in [P4]–[P6] I have participated in the au-
thoring of the manuscripts. In [P6], I also prepared the NiW substrates for the deposition
process.
v
Articles relevant to this work but not included in this thesis
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” All science is either physics or stamp collecting.”
–Ernest Rutherford
1.1 Superconductivity
1.1.1 Description and history
Superconductivity in a material is defined by two criteria: firstly, its electrical resistiv-
ity is zero below the superconducting critical temperature,Tc. Secondly, the material
is a perfect diamagnet belowTc, meaning that the susceptibility of the material,χ, is
−1, which again means that the magnetic field cannot penetrate the superconductor. If
a material fulfills these two criteria, it is called a superconductor. Depending onTc, su-
perconductors are classified as low-temperature and high-temperature superconductors.
Depending on the diamagnetic behaviour, the comminution continues into a type 1 and
type 2 in low-temperature superconductors (LTSC). All high-temperature superconduc-
tors (HTSC) are of type 2. These classifications are discussed later on.
For the first time, superconductivity was observed in 1911 by a Dutch scientist,
Heike Kamerlingh Onnes, when he was measuring the resistivity of Mercury [1]. Onnes
observed that at 4.2 K the resistivity of Hg dropped to zero. In the following decades,
more superconducting materials were found, e.g. lead and aluminium. Later, in 1933,
Meissner and Ochsenfeld discovered the perfect diamagnetism [2], and this phenomenon
was named after them. The first phenomenological explanation for the Meissner–Ochsen-
feld effect was provided by Fritz and Heinz London in 1935 [3], when they proposed
that the magnetic field penetrates the superconductor, decreasing exponentially and the
depth where it becomes equal to 1/etimes that of the magnetic field on the surface of the
superconductor is called the London penetration depth,λ. Further understanding of su-
perconductivity emerged in the 1950’s as the phenomenological Ginzburg–Landau [4]
and the microscopic Barden–Cooper–Schrieffer (BCS) [5] theories were presented. In
brief, the BCS theory explains why two electrons couple into Cooper pairs, the charge
carriers of a supercurrent. The Ginzburg–Landau theory describes the behaviour of su-
perconductors nearTc. It presents a new parameter, the coherence length,ξ, which is
the shortest distance within which a considerable change in the Cooper pair density can






Figure 1. SchematicT − B phase diagrams for the type 1 and type 2 superconductors
[10].
which defines the classification to types 1 and 2.
Before 1986, most of the superconducting materials were pure metals or alloys,
with aTc below 30 K, which is the BCS theory limit forTc. We now call all these ma-
terials low-temperature superconductors. The field was revolutionized in 1986, when
Bednorz and M̈uller found superconductivity above 30 K in the La-Ba-Cu-O system
[6], whereafter also other superconducting cuprates were found.Tc of these materi-
als is above 30 K, and moreover, even as high as 135 K (under normal pressure) for
HgBa2Ca2Cu3O8+δ. The first superconducting material above the boiling point of nitro-
gen (77 K), YBa2Cu3O7−δ (YBCO,Tc= 92 K) was found in 1987 by Wuet al.[7]. Even
though high-temperature superconductivity has recently been found e.g. in MgB2 [8]
and Fe-As compounds [9], cuprates are still the only superconducting materials above
the boiling point of liquid nitrogen.
Superconductors are divided into type 1 and type 2, depending on the diamagnetic
behaviour and whetherκ is smaller or larger than1/
√
2, respectively [4]. The schematic
phase diagrams are presented in figure 1. The Meissner–Ochsenfeld effect works as
described earlier only in type 1 superconductors. In type 1, superconductivity is limited
by an external magnetic field, the critical fieldBc. WhenBc is exceeded, magnetic field
penetrates the whole sample, the superconducting phase is lost and, therefore, material
returns to the normal state. Almost all pure bulk metals are type 1 superconductors, but
remarkably the best conductors at room temperature (Ag, Au and Cu) do not become
superconducting at all. Type 1 superconductors are modeled well by the BCS theory
which relies upon electron pairs coupled by lattice vibration interactions [5].
2
Figure 2. In the mixed state, magnetic flux quanta penetrate the superconductor as vor-
tices. Each vortex consists of a single fluxoidφ0 = h/(2e). The applied external mag-
netic field is presented asBa [10].
Type 2 superconductors have two critical field values,Bc1 andBc2. BelowBc1, the
magnetic field cannot penetrate the material and it behaves like type 1 superconduc-
tor. AboveBc1, but belowBc2, magnetic field penetrates the material as magnetic flux
quanta and the material is in a mixed state. The magnetic flux quantum,φ0 = h/(2e) =
2.07 · 10−15 Wb, which is called a vortex, creates a non-superconducting region in the
vortex area, but leaves the rest of the sample in a superconducting state. A schematic
description of the mixed state is presented in figure 2. AboveBc2, the material is in
the normal state and the magnetic field penetrates the whole sample [10]. The critical
field values are typically much higher in type 2 than in type 1, therefore type 2 mate-
rials are superior in high magnetic fields. All high-temperature superconductors are of
type 2. As a result, the superconducting phase diagram of a type 2 superconductor is
more complex than type 1’s, as figure 1 presents. The BCS theory also explains type 2
superconductivity, excluding the coupling mechanism in HTSC’s, which is still under
dispute.
3
1.1.2 Applications and motivation
Superconductivity has many important applications in electronics [11], magnet and
power applications [12], e.g. in magnet resonance imaging (MRI), electromagnets, ra-
dio frequency (RF) cavities, power transmission cables, transformers, fault current lim-
iters and motors. High quality high-temperature superconductor (HTSC) thin films with
strong magnetic flux pinning can also be used to reduce microwave losses in RF fil-
ters [13]. HTSC’s, and especially cuprates, benefit from the high critical fields and high
Tc, which enables the usage in high magnetic fields and cooling with liquid nitrogen.
Compared with liquid helium cooling, liquid nitrogen is notably cheaper. The price per
liter of liquid nitrogen is approximately one hundredth of the price per liter of liquid
helium. The upper critical field,Bc2, can be extremely high in HTSC’s,> 100 T at low
temperatures and for YBCO,Bc2 is still 30 T even at 77 K [14], while in type 1, the su-
perconductivity is lost at relatively low field values,≪ 1 T. Moreover, the irreversibility
field, Birr (Bc1< Birr <Bc2), which is the upper limit for loss-free current transport,
is very high in cuprates. The irreversibility line,Birr(T ), is presented later in figure 4.
Due to these reasons, HTSC materials are interesting from an application point of view,
as they can operate in the high field region at relatively high temperatures. However, the
most significant problem with HTSC’s is the difficulty of the synthesis and the brittle
ceramic structure. MgB2 does present an exception from this, but itsTc is still relatively
low, 39 K [8].
Power transmission cables, transformers, and motors are some of the important ap-
plications using YBCO. However, due to the complex structure of the cuprates, their
superconducting properties are highly anisotropic and the critical current density,Jc,
is perniciously limited by grain-boundaries. Nonetheless,Jc can be increased in the
high-field region by introducing artificial pinning centres into the structure. For exam-
ple, doping the YBCO film with non-superconducting perovskites BaMO3 (M = metal)
or other nanosized particles has been widely studied. These challenges have driven the
research further and [P1]– [P6] discuss the enhancement of pinning by both columnar
and point defects, as well as the grain-boundary problem.
For [P1]–[P2], our earlier results on bulk samples of Y1−xPrxBCO (x = 0 - 0.20)
[15] showed an increase inJc up tox = 0.08. Therefore, studies with thin films were
conducted. Also, the similarity between cationic dopants Pr3+ and Ca2+, where Ca2+
is well known to increase the grain boundary critical current densityJgbc (B) [16–18],
motivated us to study the possible GB effect with Pr3+ [P2]. In [P3], cubic perovskite
BaCeO3 (BCO) dopant was used. BCO has been found to be a beneficial dopant for
4
YBCO in melt-textured, bulk and metal-organic chemical deposited (MOD) samples
[19–24], but no systematic study with pulsed laser deposited (PLD) thin films had been
performed. The most widely studied cubic perovskite dopant, BaZrO3 (BZO), was used
in [P4]–[P6]. BZO is a very promising dopant, as it can create correlated nanorods in
YBCO films, which are 5-10 nm in diameter and penetrate the whole film, forming
columnar defects [25–27]. These nanorods induce a wide peak in theB ‖ c direction
in the angular dependency ofJc and increaseJc significantly in the high-field region
[28]. ThereforeJc’s angular dependency measurements [P4], high-field optimization
of dopant concentration [P5] and comparison between samples ablated on both single
crystal and technical substrates [P6] were performed. Moreover, nanocrystalline pulsed
laser deposition targets were used in [P4]–[P6] to investigate the difference between
samples deposited from microcrystalline targets (µ-film) and nanocrystalline targets (n-
film).
HTSC coated conductors (CC) are currently under development as a very promis-
ing second generation HTSC wire that is able to fulfil all the necessary requirements;
bendable design, highJc and mass production at reasonable expenses [29]. CC’s use
biaxial texturing technology of YBCO films on long technical metallic substrates. In
[P2] and [P6] such technical substrates, buffered NiW substrates, provided by Zenergy
Power GmbH were used.
1.2 YBa2Cu3O7−δ
Yttrium barium copper oxide, YBa2Cu3O7−δ (YBCO) has been widely studied since
its discovery. It is one of theReBa2Cu3O7−δ (Re = Y, Pr, Nd, Sm, Eu, Gd, Ho. . . )
compounds, of which only PrBCO is not superconducting. YBCO is the material of
choice for the second generation wires, CC’s mainly due to the extremely highBirr, 10 T
at 77 K [P5], but also because of the highTc, 92 K [7]. Some of the selected parameters
for YBCO are presented in table 1. All the cuprate superconductors are extreme type 2
with κ values of≃100. The crystal structure of YBCO is shown in figure 3. The unit cell
of YBCO contains double CuO2 layers with embedded yttrium ions. Slightly different
positions (in thec-direction) of the Cu and O atoms lead to buckling in the CuO2 planes.
The oxygen atoms occupy perovskite-like anion positions halfway between the copper
atoms. These square-coordinated CuO2 layers are a characteristic feature of all cuprate
superconductors. Neighbouring CuO2 blocks are separated by two Ba–O layers. The
Cu–O chains between the two Ba–O layers in theb-direction are a special feature of the
YBCO compound [10].
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Table 1. Selected properties for YBCO. Critical fields from [30] and [14], lattice param-
eters from [31], coherence and penetration lengths from [32].
Tc(K) Bc2,c(T) Bc2,ab(T) Bc277K,c (T)
92 122 674 30
a(nm) b(nm) c(nm) λab(nm) ξab(nm)
0.3823 0.3887 1.168 130 1.3
The properties of the YBCO depend strongly on the oxygen content. Withδ > 0.6,
YBCO has a tetragonalP4/mmm structure and is an antiferromagnetic insulator at
low temperatures [33]. In contrast, withδ < 0.6, the lattice structure is orthorhombic
Pmmm and YBCO is superconducting. Withδ < 0.2, Tc above 90 K is achieved with
lattice parametersa = 0.3823 nm,b = 0.3887 nm andc = 1.168 nm [31] and between
0.2 < δ < 0.6 lowered superconducting properties are observed. The double CuO2
layers with embedded yttrium ions are called conduction planes, as superconductivity
lies in the planes. The Cu-O chains in thec-axis direction act as charge reservoirs, which
provide carriers for the CuO2 planes. This complex structure also leads to the strong
anisotropy of the superconducting properties. Perpendicular to these planes (c−axis
direction), resistivity is notably higher in the normal state and semiconducting behaviour
can be detected [34]. Also,Jc depends strongly on the crystallographic direction of
the external magnetic field (θ). For undoped YBCO deposited from the commonµ-
crystalline target, the most characteristic feature inJc(θ) is a concave shape with a peak
at H ‖ ab (θ = 90◦) [35]. This is due to the intrinsic pinning of Ba–O layers and
extended defects parallel to theab-planes [36]. This subject will be covered later in this
thesis.
1.3 Pinning of magnetic flux
In type 2 superconductors, as described earlier, magnetic flux penetrates the material
as flux quanta betweenBc1 andBc2, and this state is called the mixed state. Figure
4 presents a schematic description of the vortex phase diagram for HTSC. Vortices
can form three distinct phases in HTSC: vortex lattice, glassy vortex state and vortex
liquid [37]. Vortex lattice represents almost perfect crystalline structure, vortex glass is
strongly disordered vortex solid and vortex liquid is a disordered phase, where thermal
6
Figure 3. Unit cell of the orthorhombic YBa2Cu3O7−δ [10].
fluctuations destroy the crystalline order. The vortex lattice can melt e.g. with increasing
temperature and nearBc2 vortex liquid phase is observed [37]. Generally,Jc decreases
with increasing temperature and magnetic field and reaches zero at the melting line,
also called irreversibility line,Birr. Above this line, the superconductor does not carry
loss-free current, although, it is still in a superconducting state [38].
In the presence of a magnetic field perpendicular to the current direction, a Lorentz
forceFL = j × φ0, wherej is the current andφ0 is the magnetic flux quantum, acts
on the vortices and as long as theFL is smaller than the pinning forceFp, vortices do
not move. Now, if a current is applied, as figure 5 presents, vortices move according to
theFL, dissipating energy which can be observed as resistance. In a case of a defect-
free sample (fig. 5a) vortices move according to theFL. In the presence of point defect
pinning (fig. 5b), vortices are partially pinned. If columnar defects parallel to the applied
magnetic field are introduced (fig. 5c), the entire sections of vortices are pinned and this
is an example of strong pinning [37]. In real film samples, there is always more than
one type of defect present.
When the pinning forcesFp are not strong enough to prevent flux motion, the super-
conductor is called soft; otherwise it is called hard. As the transport current is present,
7
Figure 4. Schematic vortex phase diagram for a HTSC [38].
FL, together with thermal fluctuations, acts to depin the vortices and induce a collective
flux motion. This very slow flux motion is called a thermally activated flux creep [37]
when theFp dominates, and whenFL dominates, the faster motion is called a flux
flow [37].
Only if vortices are immobilized by a counteractingFp, a superconductor can sus-
tain highJc. However, the higher the current density, the greaterFL acting on the vor-
tices.Jc is essentially the point at which theFL begins to exceed the maximum available
Fp [39]. TheFp is generated from the presence of lattice defects, which create potential
energy wells for vortices. Size, shape, composition and structural interaction between
the lattice and the defect defineFp of a single defect. These pinning sites can be di-
vided into natural pinning sites, e.g. intrinsic pinning of the CuO2 planes in YBCO
and lattice defects formed during the sample deposition process, and artificial pinning
centres (APC’s), which can be obtained e.g. by doping superconducting materials with
various non-superconducting foreign materials (e.g. [26, 40, 41]), substrate decoration
(e.g. [42–45]) or through heavy-ion radiation (e.g. [46,47].)
1.3.1 Natural pinning sites
Many thin film defects have been proposed to act as pinning sites in YBCO. Figure 6
presents the possible crystalline defects present in YBCO thin films. Precipitates are
commonly grown secondary phases (e.g. Y2O3). Twin boundaries (TB’s) are always
planar defects and due to the orthorhombic structure of YBCO. In-plane misoriented
grains and grain boundaries (GB’s) are common in CC substrates because of the imper-
8
Figure 5. A simplified illustration of vortices moving under the Lorentz forceFL (black
arrows), induced by an applied current (green arrow) in the presence of an external
magnetic field (red arrow) perpendicular to the film surface. a) A defect-free sample. b)
Vortices are partially pinned by point defects. c) Entire sections of vortices are pinned
by columnar defects. In real film samples, there is always more than one type of defect
present [38].
fect crystalline texture of the substrate [39]. The linear defects such as screw disloca-
tions evolve in the centre of growth islands, and therefore they have nonrandom distri-
bution in the film. They also act as strong pinning sites [48,49]. Threading dislocations
result e.g. around screw dislocations, between misoriented grains and growth islands be-
cause of the imperfect lattice matching between YBCO and the substrate, which is also
the reason for misfit dislocations. The surface roughness is due to a multitude of effects,
including columnar growth, porosity and strain, and it usually increases with film thick-
ness. The antiphase boundaries form if e.g. in the growth process film domains coalesce
with the layers matching yttrium-to-barium, and so forth. In vapour deposition, voids
can appear as a consequence of surface roughness when shadowing or reduced mobil-
ity prevent vapour from filling valleys. The out-of-plane misoriented grains are usually
caused by film roughness, a tilted substrate structure, other substrate defects and too low
deposition temperature. Planar defects‖ ab are usually GB’s, TB’s, non-123 phases of
YBCO or stacking faults. Precipitates are agglomerations of a large number of atoms;
in contrast, point defects are atomic-scale disruptions in the crystal structure. The latter
can be in the form of vacancies or interstitials (missing or extra atoms), or impurities.
Point defects also result in YBCO when yttrium and barium change places [39] and e.g.
oxygen vacancies are typical point defects in YBCO.
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Figure 6. Many thin-film defects have been proposed as flux pinning sites inYBCO;
anything that locally disturbs the crystalline perfection over a scale of 0.1–1 nm is a
candidate, but the effective pinning centres have a cross section approximately equal to
the coherence lengthξ [50]. Strain fields associated with defects may also pin vortices
[39].
In general, one can affect the formation of these defects via deposition process pa-
rameters and the choice of the substrate. This matter will be covered later in this thesis.
Jc is generally 10-100 times higher in epitaxial YBCO films than in YBCO single
crystals because of the natural defects [50]. One possibility to increaseJc is to tune
the deposition to obtain the optimal number of effective natural pinning sites. This can
be done e.g. by using nanocrystalline PLD targets, as in [P4]–[P6]. The challenge is
to reveal which of these film defects are most effective for pinning vortices. However,
the relationship between defects andJc is complex and pinning is not simply additive.
By increasing the number of effective pinning sites,Jc can be increased up to a certain
limit, but beyond that limit superconducting properties decrease with increasing defect
density. Even further beyond superconductivity disappears due to the de-pairing current
where Cooper pairs break up.
1.3.2 Artificial pinning centres
According to their dimensionality, APC’s can be classified into 1D–3D, as figure 7
presents. 1D-APC’s can be e.g. dislocations or columnar defects, like BZO-nanorods in
[P4]–[P6]. 2D-APC’s are e.g. low angle grain boundaries (which is a borderline case as
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Figure 7. An illustration of the dimensionality of artificial pinning centres (APC’s): 1D-
APC’s, 2D-APC’s, and 3D-APC’s [29].
it consists of lines of dislocations), discussed in [P2], twin planes, discussed in [P4], or
anti-phase boundaries [51]. 3D-APC’s are nanoparticles ([P3]), secondary phases, etc.
Also, the defects smaller thanξ should be classified into 0D-APC’s, and e.g. vacancies
[52] and cation disorders [53] are of this type. Cationic substitution of Pr3+ (in Y3+
site) in [P1]–[P2] is an example of 0D-APC.
There are various methods of making APC’s. The method used in works [P1]–
[P6]was to mix the desired dopant (Pr3+, BaZrO3, BaCeO3) with YBCO into the PLD
target and control the growth of the APC’s inside the matrix with the PLD parame-
ters. Other possible methods include substrate decoration [44], where the SC matrix is
grown on top of an intentionally affected surface, heavy ion irradiation [54], where the
film matrix is damaged, producing columnar defects, and multilayering [55] where SC
and APC layers alternate.
Because of the lattice mismatch with YBCO, APC’s, e.g. BZO can also induce the
formation of natural pinning sites in thin films [25], where the YBCO lattice around the
BZO particle is distorted and e.g. edge dislocations can be observed. Creating APC’s
is generally a compromise between increased flux pinning and e.g. decreasedTc due
to increased lattice distortion, and therefore the amount of dopant together with the




The Bean critical-state model [56,57] provides a phenomenological description for the
hysteretic magnetization of type 2 superconductors in a varying external magnetic field.
As the magnetic field penetrates the superconductor as vortices, the magnetization de-
pends on the vortex distribution. In the Bean model the distribution of vortices is de-
termined by the balance between electromagnetic driving forces and forces pinning the
vortices to material defects. It assumes that the current flows always at the critical den-
sity, Jc, and that the internal magnetic field is given by the Maxwell curl equation,
∇×B = µ0Jc, (2)
whereB is the magnetic field density,µ0 is the permeability of vacuum andJc is the
critical current density. In the case of rectangular thin film samples in [P1]–[P3], [P5]
and [P6],Jc can be calculated with
Jc =
2∆m
a(1− a/3b)V for a ≤ b, (3)
wherea andb are the length and width of the sample,V is the volume of the sample
and∆m is the opening of the hysteresis loop [58]. This method givesJc with good
accuracy, especially in thin films withB parallel to the short dimension [59]. Moreover,
thoughJc does not depend on the field in the Bean model, it gives a good estimation of
Jc(B) [60].
The pinning force,Fp, set limits on the amount of supercurrent that can be applied
through the superconductor. In the Bean model,Fp has its maximum magnitude at the
edge of the sample, given by [14]
Fp = JcB0, (4)
whereB0 is the applied magnetic field. Hence, largeFp produces largeJc and vice
versa.
1.4.2 Field dependence ofJc – a power law
In the case of strong pinning, where e.g. the entire vortex length fits into the pinning
site, the field range where vortex bundles are pinned by a single pinning site [37], can






whereBφ = nφ0 is the matching field (the density of vortices equals with the density







This result applies to low temperatures. At higher temperatures, theεr ’s temperature
dependence should be taken into account. However, in experimental studies,B∗ s gen-





The field dependence ofJc aboveB∗ can be described by the power law
Jc(B) = A(T )B
−α(T ), (8)
whereA(0 T) is proportional toJc(0 T) and the exponentα varies depending on the
Fp. The definition of the field dependence can also be formulated withBα, whenα
has negative values. Therefore,α values are considered as absolute values in this thesis.
According to theories [49,64,65],α = 0.5 and0.625 are connected to a low density of
strong pinning centres in intermediate field range. In high magnetic field range,α = 1.0
is predicted [64]. Loweredα = 0.2−0.4 is observed in samples with strong vortex pin-
ning, whereJc is less field dependent and vortex-vortex interaction lowers the potential
wells of the pinning sites, in contrast to the vortices being pinned in between the pinning
sites, as happens above the matching fieldBφ [66].
The dependence of the resistivity on temperature and magnetic field in the transition
can be expressed by a function
ρ(T,B) ∝ e−U(B)/T , (9)
whereU(B) = U0/Bα is the power law dependent pinning potential [67]. At constant
temperature and in measurement geometry of [P5], where a maximum Lorentz force
configuration withB ‖ c is used,ρ(B) can be expressed as
ρ(B) = ρ0e
−U0/TBα , (10)
whereρ0 is the normal state resistivity.
1.4.3 Angular dependence ofJc – Blatter scaling
To determine the magnetic and temperature dependences of the isotropic and anisotropic
pinning contributions of YBCO films, the so-called Blatter scaling theory [37, 68] can
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Figure 8. Angular dependence ofJc for the YBCO sample at 50 K in several magnetic
fields [35].
be applied. Recently a new model forJc(θ) has also been presented [69–71]. This so-
called Long’s model considers anisotropy due to pinning through a statistical process,
whereas Blatter takes into consideration the intrinsic anisotropy of HTSC. However,
Blatter scaling theory was used in this work because the effective anisotropy parameter
γeff was one of the main interests and the Blatter scaling provides it easily.
In figure 8 is presented theJc–θ results from Gutierrez et. al. [35] at 50 K for an
undoped YBCO film in five different external magnetic fields, where the characteristic
shape ofJc(θ) curve with a peak atB ‖ ab (θ = 90◦) is observed. This sharp increase
of Jc is due to electron mass anisotropy, intrinsic pinning and also for other extrinsic
linear or planar defects lying parallel to theab-planes, e.g. stacking faults. A smoother
and weaker peak atB ‖ c (θ = 180◦) is typical for PLD films and it is connected to
the anisotropic pinning centres, e.g. threading dislocations, twin boundaries and grain
boundaries inc-direction [72–74]. At high fields, i.e. above the matching fieldBφ ≈ 5
T [75] for optimally BZO-doped (4 wt%) YBCO, and at high temperatures thec-axis
peak disappears or weakens strongly. AboveBφ the point pinning sites interact with the
columnar pinning sites and a porous vortex solid forms [76], resulting in the concave
shape of theJc–θ curve.
The methodology presented here is based on applying the Blatter scaling approach
[37] to theJc data of figure 8 for different magnetic fields at a given temperature, and
identify the regions whereJc collapses when plotted as the function of the effective
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Figure 9.Jc(θ) as a function ofHeff for γ=7, at 50 K and for different magnetic fields.
The solid line isJc dependence withHeff obtained from the collapsed regions. The inset




cos2(θ) + γ−2 sin2(θ), (11)
whereB is the magnetic field density,θ is the angle between the magnetic field and
thec-axis, andγ is the anisotropy parameter of the material, connected to the electronic
mass anisotropy [37]. Figure 9 presents theJc(θ) as a function ofBeff for γ=7, from
figure 8. The solid line isJc dependence withBeff obtained from the collapsed regions.
The inset shows the anisotropy of the irreversibility line atµ0H = 5 T. The obtained
γ = 5 − 7 is a typical value for undopedµ-crystalline YBCO [35], but the approach
to choose an effective anisotropyγeff has been used recently to describe the anisotropy
in YBCO films [35, 73, 77]. Even though the intrinsic electron mass anisotropy is the
same,γeff takes into account the random pinning sites and extra columnar pinning sites,
and thereforeγeff is typically smaller e.g. for BZO-doped samples and other samples
with excess number of strong pinning sites. Hence, smallerγeff epresents decreasedJc
anisotropy due to extra pinning sites. As presented later in figure 37, the data fall into
a line for BZO-doped YBCO withγeff = 1.5, which is notably smaller than with the
undoped sample deposited fromµ-crystalline target, whereas withγeff = 5 data do not
fall in line with BZO-doped sample, although there is no reason to assume a change in
the electronic mass anisotropy.
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Figure 10. TEM picture showsc-axis aligned nanorods for 3.9 wt% BZO-doped sample,
with 5-10 nm of diameter and 15-20 nm of spacing. The nanorods are roughly half
occupied by BZO particles with distorted YBCO in between [25].
1.4.4 Transmission electron microscopy
Earlier transmission electron microscopy (TEM) measurements [25] have shown a net-
work of correlated pinning sites in undopedn-films and also in 3.9 wt% BZO-doped
n-film samples (figure 10) there is a network of film penetrating andc-axis aligned
nanorods with 5-10 nm of diameter and 15-20 nm of spacing. Also, the areal density
of BZO-rods, calculated from the planar view images, was found to be 1300, 2500 and
4200µm2 for 2.9, 3.9 and 9,0 wt% of BZO, respectively, showing that the dependence
is not linear. For 3.9 wt% doped sample the nanorods are roughly half occupied by
BZO particles with distorted YBCO in between. Also, the YBCO lattice is well-aligned
more than 5 nm away from the BZO while several dislocations in YBCO lattice can be
observed closer than that [25].
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2 Experimental details
” What we observe is not nature itself, but nature exposed to our mode of
questioning.”
–Werner Heisenberg
2.1 Pulsed laser deposition of the superconducting thin films
2.1.1 Target synthesis
The microcrystalline (µ-) YBCO powders for the pulsed laser deposition (PLD) targets
in [P1]–[P3] were prepared by solid state reaction, described in [78–82]. The nanocrys-
talline (n-) YBCO and BaZrO3-doped (BZO-)n-crystalline YBCO targets in [P4]–[P6]
were prepared by the citrate-gel method, described in [83,84].
The Pr-doped YBCO targets in [P1]–[P2] were prepared using Y and Cu oxides, and
Ba and Pr carbonates, each of 99.99% purity, resulting in powders of Y1−xPrxBa2Cu3O7−δ
with x = 0− 0.20, which were then pressed and sintered to form targets.
In [P3], the PLD targets were synthesized in two steps; YBCO and BaCeO3 (BCO)
were synthesized separately. The superconducting YBCO powder was prepared by solid
state reaction using Y2O3, BaCO3 and CuO powders of 99.99% purity. Proportioned
powders were mixed, calcinated and sintered as described in [P3]. The BaCeO3 powder
was prepared by mixing BaCO3 with CeO2 of 99.99% purity and calcinated at 1200◦C
for 12h. Finally, the BaCeO3 powder was mixed by 0, 2, 4, 6, 8 and 10 weight % into
the YBCO powder, pressed into the form of targets and sintered at 910◦C for 24 hours.
2.1.2 Deposition process
All the samples in [P1]–[P6] were pulsed laser deposited (PLD) thin films. Figure 11
shows a schematic description of the process. The pressure in the chamber was 300
mTorr of flowing O2 during the ablation, and the XeCl-laser beam (λ= 308 nm) was
focused to gain an energy density of≈ 1.9 J/cm2. The target was rotated to keep the
plasma plume constant during the entire ablation. The on-axis geometry was used and
the pressure (300 mTorr) together with the laser energy density was calibrated so that
the tip of the plume just reached the substrate. The laser frequency was 5 Hz in all the
samples and with these, optimized, parameters the film growth rate was 1Å per pulse.
SrTiO3 (STO) (100) single crystal substrates were used for film growth in [P1]
and [P3]–[P6], MgO (100) single crystals were used in [P2], and technical substrates,
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Figure 11. Schematic picture of the pulsed laser ablation setup.
Table 2. Lattice constants for the used substrates [85] and the mismatch to- andb-axis
of YBCO. All the materials are cubic.
SrTiO3 MgO CeO2/NiW
Lattice constant (nm) 3.905 4.213 5.411
Lattice mismatch (%) 1.2 9.1 -0.9
high-quality biaxially textured 5at.% W-doped Ni (NiW) tape with chemical solution
deposited (CSD) La2Zr2O7 (LZO) and CeO2 buffer layer stacks, provided by Zenergy
Power GmbH, were used in [P2] and [P6]. The lattice constants of the substrates and
the mismatch to YBCO are presented in table 2. The lattice mismatch is calculated with
the average of the orthorhombic YBCO’sa- andb-axis. For CeO2, the growth of YBCO
is 45◦ rotated in-plane, which has been taken into account with a factor of
√
2. Figure
12 shows an illustration of the buffered NiW and single crystal STO substrates, the
principle for the thin film structure on MgO single crystal substrate is identical with the
illustration for STO in figure 12b.
The substrate temperature,Ts during the deposition was optimized separately for all
the substrates and targets. The most important optimization parameters wereTc, Jc and
phase purity. However, theTs was between 700◦C and 750◦C for all the samples, e.g.
750◦C for samples in [P3]–[P5] and 725◦C for samples on MgO and 700◦C for samples
on NiW in [P2]. Ts was measured with a thermocouple which was placed inside the
substrate holder. The substrate was attached to the holder with silver paste for uniform
heat conduction to the substrate and due to the slenderness of the buffered NiW substrate
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Figure 12. Illustrations of a) the high quality biaxially textured 5at.% W-doped Ni
(NiW) tape with chemical solution deposited (CSD) La2Zr2O7 (LZO) and CeO2 buffer
layer stacks, provided by Zenergy Power GmbH, and b) the SrTiO3 (001) single crystal
substrates with 150 nm of YBCO deposited.
(80µm), it was first attached with silver paint on top of a single crystal MgO substrate.
After the ablation, 1 atm of O2 was applied after the temperature was decreased by 50◦C
for STO and MgO and 25◦C for NiW with 10◦C/min. After the O2 was applied,Ts was
kept the same for 10 minutes to achieve good oxygenation. The sample was then cooled
with 25◦C/min down to room temperature.
2.2 Photolithography
In order to determine the thickness of the films and to perform the current transport
measurements, thin films were chemically etched in clean room facilities. The pattern-
ing was made by photolithography, where the desired pattern was exposed through a
mask to the Megaposit SPRT 4180 M positive photoresist, which had been spinned into
a thin layer on top of the film. The exposed photoresist was removed with diluted sodium
hydroxide (NaOH), which does not react with non-exposed photoresist and YBCO. Fi-
nally, the pattern was etched to the YBCO film with diluted phosphoric acid (H3PO4)
and the rest of the photoresist was removed with acetone.
2.3 Atomic force microscopy
Structural analysis with atomic force microscopy (AFM) was made with a ParkSci-
entific AutoProbe AFM/STM/EFM/MFM system at room temperature and in air, to
determine surface roughness, grain size and thickness of the sample, as well as to verify
that the chemically patterned samples were undamaged and to measure the width of
the stripes. Figure 13 presents a typical scan over a patterned stripe, with thickness of
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Figure 13. 80µmx 80µm AFM scan over a chemically etched stripe with dimensions of
45µm x 150 nm. Colors are for an illustration.
180 nm and width of 45µm. Cantilevers were Anfatec’s triangular contact Si-tips with
reflective coating. All the measurements were made in contact mode, which means that
the tip of the cantilever touches the surface of the sample. The tip is swept on the sample
with a given frequency and force. All the surface roughnesses are given in root-mean-
square-(rms)-roughnesses.
2.4 X-ray diffraction
The X-ray diffraction (XRD) measurements of films were made using a Philips X’Pert
Pro diffractometer with a Schultz texture goniometer. The used radiation was CuKα.
The goniometer allows measurements in the usual 2θdirection, sample rotationφ and
tilt anglesψ, as figure 14 shows. In the incident beam optics, a Ni filter was used to
reduce the characteristic CuKβ-peaks and a 0.04 rad Soller slit with cups large enough
so that the entire film surface was exposed. In the diffracted beam path a 0.18◦ entrance
slit and a 0.04 rad Soller slit were used. In general, typical steps in each direction were
0.025◦ for 2θ, 0.1◦ for φ and 3◦ for ψ.
The phase purity of the thin film samples was measured with2θ-scans perpendic-
ular to film plane (ψ= 0◦). Also, the full width at half maximum (FWHM) of the
YBCO (005) was measured to investigate the structural quality in thec-axis direction.
The out-of-plane crystallographic texture of the YBCO is determined by measuring the
ω-scans from the YBCO (005) (rocking curves). The texture of the film and the ra-
tio between thea- andc-axis oriented YBCO grains were measured from the YBCO





Figure 14. XRD’s sample goniometer Bragg-angle 2θ, sample rotationφ and tilt angles
ψ.
(2θ, φ, ψ) = (56◦, 26.5◦, 73◦), as they split into a four-peak set in the case of normal bi-
axial twinning. Also, FWHM (2θ, φ) of the YBCO (212)/(122) peaks were measured in
[P2] to determine the average misorientation angle between the low-angle grain bound-
aries (GB’s) (inφ), because the low-angle GB’s broaden the YBCO (212)/(122) peak
set [86], and to estimate the correlation between the strain and the Pr concentration
(from the widening in2θ). The lattice parameterc was determined from the difference
of the YBCO (004), (005) and (007) peaks (or combination from these peaks) in the
2θ-scan with the Bragg equation
2d sin 2θ = nλ, (12)
whered is the spacing of the planes (d= c/l in the case of (00l) peaks),θ is the
Bragg-angle,n is the order of the reflection andλ = 1.54178 Å is the wavelength
for CuKα. The relative positions of the peaks were used to avoid the zero-point error.
Because the dependency betweenc and the oxygen content is complex in YBCO thin
films [87], the oxygen content of the lattice was determined from the intensity ratios
between YBCO (005)/(004). When YBCO (005)/(004) intensity ratio is below 20,δ is
between0 < δ < 0.3 [87]. In BZO- and BCO-doped films, the structure and amount
of dopant was investigated for BZO with (110) peak at2θ = 30.8◦ and for BCO with
(004) at2θ = 41◦. For the BCO-doped samples, the (110) peak was not measured due
to overlap with other peaks. In [P3] the average BCO-particle size was estimated with





whereλ is the used x-ray wavelength,θ is the Bragg angle andb is the FWHM of the
peak, expressed asb2 = b2(sample)−b2(instrument).
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The long range ordering, which is the distance over which atomic positions are







wherec is the lattice parameter,l is the order of the Bragg reflection and∆ω is the
FWHM of the rocking curve.
2.5 Magnetometric measurements
The superconducting properties of the films were determined with magnetisation mea-
surements which were made with Quantum Design’s Physical Properties Measurement
System (PPMS). In magnetometric measurements, the external field was applied paral-
lel to the sample’sc-axis and perpendicular to the film plane.Tc’s were defined from
the onset of the ac-magnetisation and the width of the transition was determined either
as the difference between the onset and the temperature where 90% of the saturation is
reached or as the difference between 10% and 90% of saturation. Hysteresis loops were
measured by dc-magnetization at 10 K - 80 K in fields between -8 T and 8 T.Jc’s were
calculated using the Bean model for rectangular samples (equation 3).
In dc-magnetization measurements, the sample is magnetized by a constant mag-
netic field. It determines the equilibrium value of the magnetization in a sample, as the
sample moment is constant during a single measurement. In the PPMS, the magnetic
moment of a sample is measured by induction, producing a dc-magnetization curve
M(B), whereM is the magnetization andB is the applied magnetic field. The ac-
measurements obtain information about the magnetization dynamics, which dc-mea-
surements do not yield. In ac-measurements, a small ac-drive magnetic field is super-
imposed on the dc-field, causing a time-dependent moment in the sample. The quantity
of interest in ac-measurements is the dynamic susceptibilityχ = dM/dB, which is the
slope of theM(B) curve. In our ac-measurements the frequency was 113 Hz, which
is not commensurable with 50 Hz of mains current and ac-field of 1 mT was applied
without any external dc-field.
2.6 Electrical transport measurements
2.6.1 Measurements with PPMS
The critical current density measurements in [P4] were made with the PPMS in the
maximum Lorentz force configuration (B⊥ I) with the standard four probe method.
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Figure 15. A schematic drawing of the experimental setup in the critical current mea-
surements in pulsed magnetic field measurements [P5]. The contact pads for current
(I±) and voltageV±, external magnetic fieldB andc-axis are illustrated for a sample
which transport stripe is 50µm wide. In BCO-doped samples and [P4] the angle,θ,
betweenB andc-axis was varied in such, thatB ⊥ I always.
Contacts were made by sputtering either 50 nm of Au or a combination of Au and
Ag on the patterned thin film contact pads and soldering Cu-wires with In. Soldering
was done either at a low temperature (≈250◦C) or by tapping at room temperature.
Figure 15 presents a schematic drawing of the film pattern used in [P4]–[P5]. However,
in BCO-doped samples and [P4] the horizontal rotator was used to measure theJc(θ)
curves, and therefore the angle between external fieldB and samplec-axis varied, while
measurement currentI was always perpendicular toB. The angle was varied with 2◦
steps and the critical current was defined with 10µV/cm. Angular dependencies were
measured between 10 K and 80 K in fields of 0.5 T and 1–8 T with 1 T steps.
2.6.2 Measurements with pulse magnet setup
In [P5], transport measurements were also made using the maximum Lorentz force
configuration and standard four probe method, as shown in figure 15. An in-house built
pulsed magnetic field system was used. The field pulse duration was 8 ms and during
the field pulses, the resistivityρ(B) of the film samples were measured at 65, 70, 77, 85
and 88 K with transport currents up toI =100 mA, which represents 1.4 MA/cm2 in
the samples. Because the irreversibility field is above the achievable 30 T at 60 K, the
measurements were limited to> 65 K.
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3 Results and discussion
” Science is wonderfully equipped to answer the question ”How?” but it




Surface roughnesses were measured with AFM and the rms-roughness was typically de-
termined as an average from three randomly selected (5x5)µm2 or (10x10)µm2 scans.
As table 3 indicates, the surface rms-roughness in BCO-doped YBCO samples on STO
[P3] remained below 8 nm in all samples without any correlation with the BCO concen-
tration. Nevertheless, in the BCO-doped films the microstructure evolved with increas-
ing dopant concentration, as figure 16 presents. The film surface grain size in the un-
doped sample is typical for what we observe with AFM, but already with 4 wt% of BCO,
smaller grains appear, and this progress continues up to 10 wt% of BCO, where the sur-
face grain size is highly irregular, compared with the undoped sample. This observation
goes well with the apparent distribution of the BCO particles, observed with XRD, as
we will discuss in paragraph 3.1.3. Also, the BCO’s influence on the microstructure al-
ready at 5 wt% of doping has been observed earlier in bulk samples [20], where BCO
refines the Y211 phase and was found to agglomerate and coarsen in both bulk and
melt-textured samples [19, 20]. However, due to the method of calculating the surface
roughness, there is no correlation between these observations. On the other hand, in
BZO-doped samples on STO and NiW [P6] moderate BZO doping (<5 wt%) was
found to decrease surface roughness roughly by half on both substrates, e.g. for BZO-
doped YBCO on STO the surface roughness decreased from 6.5 to 3.5 nm when BZO
concentration increased from 0 to 4 wt%, respectively [90]. This correlation with BZO
and surface roughness can be explained by a mechanism where BZO induces a change
from 3D spiral growth to 2D type growth, leading to a very smooth surface [91]. This
transition from spiral growth to two-dimensional nucleation and growth typically occurs
if the surface mobility is increased [92].
In Y1−xPrxBCO (x = 0 − 0.20) thin films on MgO substrate [P2], the surface
roughness remained around 10 nm up to 10% of Pr dopant without correlation to Pr
concentration, but in the 20% doped sample, the roughness increased to 23.9 nm, as
can be seen from table 3. This increase is caused by a large number of droplets on the
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Table 3. Surface rms-roughness for BCO- and Pr-doped YBCO thin films measur d
with AFM.
BCO-doped (wt%) 0 2 4 6 8 10
Roughness (nm) 5 5 8 6 3 6
Pr-doped (x) 0.00 0.02 0.04 0.06 0.08 0.10 0.20
MgO
Roughness (nm) 10.0 10.5 10.2 9.3 6.5 10.7 23.9
NiW
Roughness (nm) 9.8 17.1 17.9 17.9 12.2 16.1 22.1
Figure 16. (5x5)µm AFM-scans from all the BCO-doped samples. The evolution of
the microstructure goes from regular (0 % BCO) grain size towards irregular grain size,
already visible at 4 wt% BCO-doped sample. However, surface roughness does not
evolve with doping.
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surface of the 20% doped sample. These values are essentially the same as inPr-doped
films on STO [P1] (≃10 nm), where no correlation was detected between the roughness
and the Pr concentration. In contrast, in Pr-doped samples on buffered NiW substrate
[P2], the surface roughness increases from 9.8 nm in the undoped sample to 17.1 nm
in the 2% doped sample and the value remains roughly the same up to the 20% doped
sample, as table 3 presents. In general, technical substrate always produces a rougher
surface than STO or MgO, because the buffer layers of NiW substrate have surface
roughness of 4.2 nm, whereas in single crystal STO and MgO the surface roughness
is typically< 1 nm. On both substrates, the surface roughness of 8% doped sample is
smaller than the trend implies, which is caused by the smaller number of droplets on
the surface. However, in Pr-doped samples on MgO and on NiW, the surface roughness
was approximately2− 4 nm in the (2x2)µm2 scans measured from the areas between
the droplets, without correlation to Pr concentration. Even though the amount and size
of droplets may indicate that the deposition parameters are not entirely optimized, one
must take into account that every optimization process in these works were made with
Jc, Tc and phase purity as the most important parameters.
3.1.2 Phase purity and grain orientation
The phase purity of the samples was measured with 2θ-scans in the range of 20◦ – 70◦
or 20◦ – 80◦. As the results indicate, all the thin film samples were free from impurities
and unintended additional phases. The figures 17 and 18 present the 2θ-scans for Pr-
doped YBCO on MgO [P2] and BCO-doped YBCO on STO [P3], respectively, where
nominal substrate and YBCO (00l) peaks are labelled. It is evident that in Pr-doped
samples (figure 17) there is no notable effect on the crystal structure by the Pr-doping
below 30% in YBCO [93,94]. However, for BCO- and BZO-doped samples the dopant
peaks are observed as they are additional phases.
In addition, all the films werec-axis oriented and the amount ofa-axis oriented
material was less than 2% and did not depend on dopant contents. Also, in samples on
MgO substrate [P2], the amount of the 45◦ in-plane rotated grains was below 5% in all
samples.
3.1.3 Dopants
In figure 18, a very wide peak around the expected BCO (004) peak at 41◦ (arrow) indi-
cates that BCO is distributed into the lattice as very small particles in (00l) orientation.
The average BCO particle size is estimated from the Scherrer formula (equation 13) to
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Figure 17. 2θ-scans show YBCO (00l) peaks without impurities for Y1−xPrxBCO sam-
ples on MgO. The signal from the substrate and sampleholder (both MgO) is shown as
curve ”sh”. Intensities (counts) are in logarithmic scale.
be around 2 nm. Due to this size distribution of the BCO in the lattice, no nominal BCO
(004), (110) nor their rocking curves could be measured.
For BZO-doped samples [P5]–[P6] the BZO (110) peak intensities increase almost
linearly with dopant concentration. Texture measurements show that BZO grows cube-
on-cube with YBCO on both STO and NiW substrates, and according to earlier mea-
surements, the BZO forms a network of correlated nanorods aligned along the YBCO
c-axis on both STO and NiW substrates [25,95]. The in-plane texture analysis for BZO-
doped samples [P5]–[P6] shows that all the films are textured in theab-plane, except
the 9 wt% BZO-doped sample, where 3 – 5wt% of the material is rotated in-plane by
45◦ from the substrate (100) direction in samples on both substrates. In YBCO films on
NiW substrates ([P2] and [P6]) the peaks are very broad inφ, without correlation to the
BZO content [P6]. This is related to a large number of low-angle grain boundaries and
in-plane spread of the YBCO grains [96,97].
3.1.4 Low-angle grain boundaries
In Pr-doped YBCO thin films on MgO and NiW [P2], the average in-plane misori-
entation angle between the grains (labelled as ”GB angle” in table 4), estimated from
FWHM-φ of the (212)/(122) peak set, correlates with the Pr concentration. In samples
27






























































Figure 18. 2θ-scans show YBCO (00l) peaks without impurities and a very wide peak
(arrow) at 41o, FWHM ≃ 5o, increasing with BCO content. The signal from the sam-
pleholder is shown as curve ”sh”. Intensities (counts) are in logarithmic scale.
on MgO, the GB angle increases from the 2% Pr-doped sample (≃1.6◦) up to the 6%
doped sample (≃2.2◦). Above that the GB angle decreases with increasing Pr concen-
tration, but remains larger than in the undoped sample up to the 20% doped sample.
In YBCO thin films on MgO, GB’s exist due to lattice mismatch, as presented in table
2. This have been also observed earlier with TEM [97]. The GB angle is larger in all
the Pr-doped samples (excluding 2%-doped on MgO where the value is practically the
same), compared with the undoped sample. This can be explained by Pr induced vari-
ation in the structural expansion of the dislocation cores in the GB’s, as reported for
Ca2+ [98], but a more specific explanation cannot be made from XRD data. In samples
on buffered NiW, the GB angle varies between 3.5◦ and 4.8◦, which is slightly less than
the average misorientation angle≃ 5◦, measured from the pure substrate. In PLD thin
films (< 500 nm) GB’s do not meander and the GB network imitates nearly directly the
substrates GB’s [99]. Therefore, in samples on NiW, GB’s exist despite the negligible
lattice mismatch between CeO2 and YBCO, as presented in table 2.
3.1.5 c-axis lattice parameter
The determined YBCOc-axis lattice parameter (equation 12) in Pr-doped samples on
MgO [P2] (table 4) was found to decrease to 1.163 nm with 8% or Pr from the nominal
1.168 nm [31], whereas it increases up to≃1.166 nm at 10% and 20% doped samples,
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Table 4. Selected structural properties measured with XRD for all Y1−xPrxBCO (x= 0
- 0.20) on both MgO and buffered NiW substrates and for BCO-doped YBCO thin films
on STO.
Y1−xPrxBCO/MgO
x 0.00 0.02 0.04 0.06 0.08 0.10 0.20
GB angle (◦) 1.58 1.57 1.68 2.19 1.99 1.96 1.83
c-axis (nm) 1.168 1.168 1.166 1.165 1.163 1.167 1.166
I(005)/I(004) 16.16 14.29 14.62 13.92 16.60 16.87 16.01
FWHM (005) (◦) 0.360 0.332 0.338 0.344 0.343 0.337 0.314
FWHM ω (005) (◦) 0.643 0.441 0.374 0.685 0.390 0.371 0.398
rc (nm) 6.6 9.7 11.4 6.2 10.9 11.5 10.7
Y1−xPrxBCO/NiW
x 0.00 0.02 0.04 0.06 0.08 0.10 0.20
GB angle (◦) 3.54 3.84 3.87 3.63 3.99 4.30 4.71
c-axis (nm) 1.168 1.168 1.169 1.168 1.168 1.168 1.168
I(005)/I(004) 12.19 11.14 10.45 12.10 12.64 11.41 13.15
FWHM (005) (◦) 0.374 0.379 0.378 0.326 0.367 0.381 0.345
FWHM ω (005) (◦) 6.387 4.543 5.492 5.650 5.770 5.463 5.385
rc (nm) 0.7 0.9 0.8 0.8 0.7 0.8 0.8
BCO+YBCO/STO
Sample 0 wt% 2 wt% 4 wt% 6 wt% 8 wt% 10 wt%
c-axis (nm) 1.168 1.167 1.164 1.165 1.165 1.168
I(005)/I(004) 13.70 14.68 18.08 18.80 14.40 19.40
FWHM (005) (◦) 0.1578 0.1997 0.2358 0.2473 0.3643 0.2405
FWHM ω (005) (◦) 0.2840 0.3210 0.4212 0.4300 0.3495 0.4757
rc (nm) 15.0 13.3 10.1 9.9 12.2 9.0
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indicating a small increase in the distorting effect up to the 8% Pr concentration.In
samples on NiW [P2]c stays practically the same, which can be a consequence of a
more relaxed lattice in samples on NiW than in those on MgO, as the2θ-FWHM’s of
the YBCO (212)/(122) peak set are 10% smaller in samples on NiW than in samples on
MgO, indicating less strain and a more relaxed lattice.
Forµ-crystalline bulk samples,c has been found to increase when Pr substitutes Y,
and to decrease when Pr substitutes Ba [15,100]. The decrease in thec parameter values
in Pr-doped samples on MgO indicates that Pr can also substitute the Ba site, which is
possible in the GB regions, because in the GB regions under compression and tension,
Ca has been reported to replace also Ba- and Cu-sites, relieving strain and suppressing
O vacancy formation [101]. Also, as already in the 5% Pr-doped YBCO (on the Ba site)
Tc is below 50 K [100], it is evident that if this Ba substitution occurs, it takes place only
in a very small fraction of the sample. Generally in thin films, largera- andb-axes in the
substrate than in the thin film cause strain which can decrease thec-axis of the thin film.
Still, the correlation betweenc-axis parameter and Pr concentration in Pr-doped samples
on MgO indicates that we have competing effects, but no comprehensive explanation
can be made from this data. Though we cannot detect any change in thec parameter
in the Pr-doped samples on NiW, it is still reasonable to expect that Pr substitutes both
sites also in these samples. We cannot see this directly due to the excess amount of other
lattice defects in the Pr-doped YBCO on this technical substrate.
For BCO-doped samples [P3] thec-axis decreases from the nominal value 1.168
nm [31] of the undoped sample to 1.164 nm of the 4 wt% sample, and increases back
to the nominal value of the 10 wt% sample. In BZO-doped samples [P6] thec-axis
increases slightly when BZO concentration increases. This can be explained with the
BZO’s larger lattice parameter (a= 4.19 Å) comparing with YBCO and the columnar
defect network through the film, which produces the ordered structure of strains and
dislocations [25]. Different correlations betweenc and dopant concentrations in BCO-
and BZO-doped films can be explained by the smaller strain in BCO-doped samples, as
observed in the next paragraph.
3.1.6 Twins
For BCO-doped samples the twinning was found to remain biaxial and visible up to
10 wt% of BCO, as seen in figure 19. In comparison with BZO doping, the YBCO
(212)/(122) peaks cannot be separated from each other because of the lattice strain
above 2.6 wt% of BZO [75]. Although the lattice parameter of BCO (a= 4.40 Å)
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Figure 19. (2θ, φ) scan of YBCO (212)/(122) peak set for 10 wt% BCO-doped sample
on STO. Twinning was found to remain biaxial and visible up to 10 wt% of BCO. The
wide peak in the center is the superposition of two peaks.
is larger than in BZO, it is evident that the strain is notably smaller in BCO-doped thin
films and there is no columnar defect network. Therefore, thec-axis correlation is dif-
ferent between BCO and BZO. This result is in line with the earlier observation from the
BCO (004) peak, showing that the BCO distribution in the YBCO lattice differs notably
from the structure of the BZO in the thin films [25]. Nevertheless, an interesting feature
was observed in BCO-doped samples, especially with the 6 wt% of BCO, but also with
4 wt% and 8 wt%. In this dopant range, three different twinning systems were observed,
as shown in figure 20. From sample to sample, either biaxial (20a), uniaxial (20b) [102]
or an additional direction of twins (20c) were found. Even though the normal biaxial
one was the most common result, this result indicates a fairly chaotic growth process,
despite of the similar ablation parameters between samples. Because the superconduct-
ing properties were notably decreased in uniaxial and ”triaxial” samples, only the results
from magnetic measurements with biaxial samples are presented in this work. The peak
split in (2θ, φ) scans of (212)/(122) could not be detected in samples on MgO and NiW,
which is due to the presence of low angle GB’s.
3.1.7 Oxygen content
The oxygen content of the lattice was near optimum in all samples, as the YBCO

























































Figure 20. (2θ, φ) scans of YBCO (212)/(122) peaks for three different 6 wt% BCO-
doped samples on STO. BCO induces a somewhat chaotic growth process, leading to
either biaxial (a) uniaxial (b) or biaxial with the additional direction of twins (c) twin-
ning.
samples [P1]–[P2] this was expected, as it has been reported that Pr does not influence
the oxygen content in Y1−xPrxBCO compounds [94,103,104]. Moreover, though heav-
ier cationic substitution of Y site increases the (005)/(004) ratio [105], the values remain
below 20 even with the 20% Pr-doped samples. For BZO-doped samples [P6] YBCO
(005)/(004) was found to vary without correlation to BZO content between 13–15 for
samples on STO and 9–14 for samples on NiW. In contrast, for BCO-doped samples
[P3] the ratio increases with 4, 6 and 10 wt% samples, as table table 4 shows, indicat-
ing increasing oxygen deficiencies with increasing BCO concentration. However, the
value remains below 20 and the 8 wt% doped sample presents an exception from this
trend. This can be connected with the observed complex growth dynamics in 4–8 wt%
BCO-doped samples, but it still implies that BCO induces more oxygen deficiencies
than BZO into YBCO.
3.1.8 Peak widths
The FWHM of (005) peaks remain relatively small, close to the instrumental value, in
Pr- and BZO-doped samples, as shown for Pr-doped samples in table 4, which indicates
high structural quality in thec direction. For BCO-doped samples some increase can
be detected with increasing dopant concentration, indicating a slight increase in thec-
lattice parameter variation.
The long range ordering or the lattice coherence lengthrc (equation 14) is smaller
in undoped samples on MgO and NiW than in the samples on STO, and moreover, the
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values for samples on NiW are extremely short which is caused by the strong mosaic
spread of YBCO grown on NiW [106]. For undoped YBCO on STOrc is in typical
range 15–20 nm [P6] [107]. Pr-doped sample on MgO presents an interesting feature,
whererc increases with doping from 6.6 nm in the undoped sample to⋍ 10 nm in the
doped samples (excluding the 6% doped sample) indicating that Pr-doping decreases the
amount of lattice distortion. For BCO- and BZO-doped samples the increasing dopant
concentration decreasesrc, as expected and values are comparable with each other e.g.
with a 9 wt% BZO-doped samplerc is 12 nm [P6], which is close to therc = 9.0–12.2
































Figure 21. Dependence of the critical temperatureTc on Pr concentration for all the Pr-
doped films [P1]–[P2] and the width of the magnetic transition∆Tc for films grown on
MgO and NiW substrates [P2]. For samples on STO [P1],∆Tc was between 2.5–3.5 K
and did not correlate with Pr concentration.
3.2 Superconducting properties
3.2.1 Critical temperature
The superconducting transition temperature,Tc, measured from the onset in the real part
of ac-magnetization at 0 T was found to decrease almost linearly in Pr-doped samples
on STO [P1], as shown in figure 21. However, in samples on MgO and NiW [P2]Tc
increases in2%−6% Pr-doped samples from the undoped sample values and above 6%
of Pr concentration theTc’s start to decrease (figure 21). The most narrow transitions
are observed at 2% doped samples, as also seen in table 5. Decrease inTc and increase
in ∆Tc with higher Pr concentrations are caused by an increasing number of badly
superconducting areas of PrBCO, as no impurities were detected in samples. While the
correlation betweenTc and Pr concentration is similar in samples on MgO and NiW,
it differs from the Pr-doped bulk samples of YBCO [15] and single crystal samples on
STO [P1], whereTc decreased with increasing Pr concentration.
The increase inTc at low Pr concentrations for samples on MgO and NiW indicates
that the intra-grain inhomogeneity of superconductivity does not increase until above
10% of Pr concentration samples. We propose that this is due to non-homogeneous
distribution of Pr atoms in the lattice and it is possible that Pr segregates into the GB
regions. As mentioned earlier, Ca2+ doping is well known to increaseJgbc (B) [16–18].
Song et al. [98] have also shown that Ca segregates near the dislocation cores (GB’s).
Moreover, Klie et al. [101] have shown that the ionic radius of the cationic substitute is
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Table 5. Selected superconducting properties measured by magnetometry for all BZO-
and BCO-doped YBCO thin films on STO and Y1−xPrxBCO (x = 0 - 0.20) on both
MgO and buffered NiW substrates
BZO+n-YBCO/STO
Sample 0 wt% 1 wt% 2.6 wt% 4 wt% 5 wt% 7.5 wt% 9 wt%
Tc(K) 90 90 90 88 88 87.5 86.5
BCO+YBCO/STO
Sample 0 wt% 2 wt% 4 wt% 6 wt% 8 wt% 10 wt%
Tc(K) 90.3 88.7 87.2 86.2 87.7 83.7
∆Tc(K) 1.9 2.0 5.5 5.4 5.9 6.7
At 10 K
Jc(0 T)(MA/cm2) 42.9 43.2 28.6 22.8 18.8 15.7
Jc(4 T)(MA/cm2) 4.02 6.07 6.60 5.07 3.61 3.96
Y1−xPrxBCO/MgO
x 0.00 0.02 0.04 0.06 0.08 0.10 0.20
Tc(K) 87.1 89.3 89.1 88.5 86.7 87.3 74.7
∆Tc(K) 3.2 2.6 2.7 4.3 4.3 5.1 7.6
At 10 K
Jc(0 T)(MA/cm2) 42.2 45.8 43.7 37.1 21.6 19.9 14.9
Jc(4 T)(MA/cm2) 10.2 7.75 6.85 6.65 2.88 2.91 1.54
At 77 K
Jc(0 T)(MA/cm2) 2.21 3.20 2.98 1.94 0.84 1.00 -
Jc(1 T)(MA/cm2) 0.08 0.27 0.20 0.18 0.02 0.03 -
Y1−xPrxBCO/NiW
x 0.00 0.02 0.04 0.06 0.08 0.10 0.20
Tc(K) 87.3 89.1 88.9 89.7 87.3 88.2 75.1
∆Tc(K) 4.9 4.5 6.1 4.9 5.4 7.9 9.7
At 10 K
Jc(0 T)(MA/cm2) 13.3 16.4 11.5 11.4 13.2 11.4 4.19
Jc(4 T)(MA/cm2) 2.89 4.11 2.80 2.61 2.64 2.55 0.72
At 77 K
Jc(0 T)(MA/cm2) 1.30 1.82 1.13 1.07 0.85 0.80 -
Jc(1 T)(MA/cm2) 0.01 0.14 0.07 0.03 0.01 0.03 -
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Figure 22. Dependence of the critical temperatureTc on BZO dopant concentration and
the width of the magnetic transition∆Tc (inset) for BZO+n-YBCO films grown on both
STO and NiW substrates.
more important than the electronic valences for enhancingJgbc (B). Because the ionic
radii of Ca2+ and Pr3+ are practically the same (100 pm for Ca2+ and 99 pm for Pr3+)
our hypothesis is plausible.
Tc was found to decrease with increasing dopant concentration with BCO [P3] and
BZO [P4]–[P6], as presented in table 5 and figure 22, respectively. As shown in table 5,
the values ofTc decrease from 90.3 K to 83.7 K as the BCO concentration rises to 10
wt%. At the same time, the width of the transition∆Tc increases from 1.9 K to 6.7 K.
This correlation is comparable with BZO-doped samples [P5] whereTc decreases from
90 K for 0–2.6 wt% to 86.5 K for 9 wt%, as table 5 shows. This can be explained by
the increasing number of defects with increasing dopant concentration and the results
are in line with earlier results [75]. For theµ-, n- and BZO+nfilms on STO [P4],Tc’s
were determined from resistivity measurements and the values were 91, 91 and 87 K
respectively. It has been reported for BCO-doped YBCO samples that in metalorganic
chemical vapour deposition (MOCVD) filmsTc did not decrease [24]. This can be con-
nected to the different structure and growth dynamics in MOCVD films compared with
PLD thin films. As figure 22 presents,Tc decreases with increasing BZO content sim-
ilarly on both substrates. However, the width of the transition∆Tc is notably larger in
samples on NiW ([P2] and [P6]), which can be connected to the excess amount of lat-
tice defects and in-plane spread in samples on NiW. In samples on STO,∆ c increases
almost linearly, indicating increasing distorting effect of BZO. In BZO-doped films the
decrease inTc is generally connected to the strain effect [108]. Because the strain is
notably smaller in BCO-doped samples, as structural results indicate, the decrease inTc
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can be explained by large amount of lattice defects in the interface between YBCO and
the BCO particles, as the lattice mismatch is relatively large (≃ 14%).
3.2.2 Critical current densities vs. dopant concentration
Our earlier results on sintered bulk samples showed significantly increasedJc in Pr-
doped YBCO samples [15]. However, as figure 23 presents, Pr-doped thin film samples
on STO [P1] show suppression ofJc with increasing Pr content in all measured fields
and temperatures. Although PLD optimization was also done with the 8% Pr-doped
samples, as this Pr concentration gave the highestJc in bulk samples [15], the undoped
sample had the highestJc in the whole field and temperature range in samples on STO.
On the other hand, in Pr-doped samples on MgO and NiW [P2]Jc increased in low
dopant concentrations (≤4%), as seen in figures 24–25 and in table 5 whereJc(0 T
and 4 T, 10K) andJc(0 T and 1 T, 77 K) are presented. In samples on MgO,Jc in-
creased for 2% of Pr in self-field (0 T) and in all fields at temperatures≥ 60 K, as
figures 24a and 25a present.Jc increased for 2% of Pr on NiW at all fields and temper-
atures, and the relative increase is larger in higher fields, as shown in figures 24b and
25b. On both substrates (MgO and NiW) whereJc increased with Pr-doping compared
with the undoped sample, the increase is the largest with 2% of Pr-doping. Because in
multicrystalline samples and e.g. coated conductors,Jc is perniciously determined by
GB’s [39, 109–111], it is evident thatJgbc is the largest limiting parameter ofJc in un-
doped samples on MgO and NiW. However, in samples on STO, due to the low lattice
mismatch between STO and YBCO, GB’s are not present, and therefore only decreasing
SC properties are observed with increasing Pr concentration. In general,Jc’s decrease
exponentially when the misorientation angle exceeds 2◦-7◦ [112] and above 10◦ GB’s
show Josephson-like behaviour, which causes a weak coupling where theJgbc (B) de-
creases rapidly. The possible explanation for theJc increase on Pr concentration in
samples on MgO, only in the self-field and temperatures above 60 K, can be connected
to the increasedTc, where the effect of Pr is emphasized at higher temperatures. In
samples on NiW,Jc is more limited by the GB’s than in samples on MgO, due to the
larger number of GB’s and larger GB angles (table 4), therefore the effect is observed
at all the temperatures. Results (figures 23–25) also indicate that there might be some
problem with the 8% Pr-doped target, becauseJc values for 8% doped films are low,
especially at high temperatures. However, no impurities nor change in the target density
were observed.








































T = 10 K
STO substrate
Figure 23. a)Jc for all the Y1−xPrxBCO film samples on STO inB = 0 T at different
temperatures and b) at 10 K in different external fields. Lines are for guiding the eye.
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Figure 24.Jc for all the Pr-doped samples on a) MgO substrate and on b) buffered NiW
substrate at 10 K in all the measured external fields. a) The Pr-doping does not increase
Jc on MgO substrate in the presence of the external field at 10 K; only the self-field
Jc(0 T) is slightly increased at the 2% Pr-doped sample. b) On buffered NiW substrate
the Pr-doping increasesJc in all fields and the relative increase is larger in higher fields.
The largest increase happens in the 2% Pr-doped sample, and above 4 T, also the 4%

















































Figure 25.Jc for all the Pr-doped samples on a) MgO and on b) buffered NiW substrate
in the external field of 4 T. a)Jc increases with Pr-dopant at 60 K and above. This
behaviour is consistent in all the measured fields in samples grown on MgO substrate.
b) On buffered NiW substrate, theJc increases in all the measured temperatures and the
relative increase is larger at higher temperatures. The largest increase takes place at the
2% Pr-doped sample. All the samples were aboveBirr at 80 K in 4 T.
concentration in certain conditions. While the self-fieldJc decreases with increasing
BCO-doping,Jc increases notably in the high-field region, having a maximum around
BCO 2-4 wt%, as can be concluded from figure 26. It is noteworthy that the optimal
dopant concentration,nopt shifts from 4 wt% to 2 wt% as the temperature rises above
30 K and the field rises above 3 T, as can be seen in figure 26a. The improvement in
Jc is also field dependent, as can be seen in figure 26b, where the increase inJc occurs
only in the presence of an external magnetic field.
The temperature dependencies ofJc in self-field and in 3 T for BZO+n-films on
STO and NiW [P6] are shown in figure 27. In films on STO (0 T) (figure 27a), optimal
doping concentration of 2.6–4 wt% produces the highestJc’ below 80 K, as observed
also earlier [75]. In the field rangeB > 3 T, nopt increases slightly, as shown in the
inset of figure 27a. In low field range, the 9 wt% of BZO is clearly the weakest but in
fields above 3 T itsJc is higher than that with BZO content less than 1 wt%.
In samples on NiW,nopt is higher than for samples on STO. The value ofnopt
increases to 7.5 wt% in samples on NiW in the whole measured field and temperature
range, as figure 27b shows. However,Jc in the 9 wt% doped sample is clearly smaller,
which can be connected to the structural results. In 9 wt% BZO-doped samples45◦
in-plane rotated material causes weak links, which reduceJc. Earlier results fromn-
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Figure 26.Jc for all BCO-doped samples a) in the external field of 4 T and b) at 10 K
for selected external field values. a) The optimal dopant concentration,nopt shifts from
4 wt% to 2 wt% as the temperature rises above 30 K and b) the improvement inJc w th
the BCO doping is field dependent. Samples were above the irreversibility fieldBirr,
whereJc = 0, at 80 K in 4 T and likewise at 70 K for the 8 wt% and 10 wt% samples.
YBCO thin films show thatnopt is slightly higher (≃4 wt%) [25] than those reported
onµ-YBCO thin films (≃2 wt%) [113,114]. This increase inopt is connected with the
larger number of structural defects in samples ablated fromn-grained targets. Therefore,
highernopt in samples on NiW can be qualitatively explained by a higher defect density,
which is in line with the structural results.
Jc increased for low dopant concentrations of Pr and BCO. For Pr, the presence of
GB’s seems to be necessary for increasingJc, and therefore the effect of Pr is connected
to Jgbc . For BZO,nopt was found to depend strongly on substrate and external field
range.
3.2.3 Magnetic field dependence ofJc
In Pr-doped thin films on MgO and NiW at 77 K, the 2% Pr-doped samplesJc’s were
higher than in the undoped samples in the whole field range, as presented in figure 28.
Also, theJc of the 2% Pr-doped sample on NiW was higher than the undoped sample
on MgO above 1 T. As observed,Jc(B) dependence is different between samples on
MgO and NiW. For samples on MgO, the shape is rounder (in double logarithmic plot)
than in samples on NiW, where a clear plateau is observed in the low-field region. The
round shape complicates the correct fitting of equation 8 and, therefore, the definedα
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B = 3 T
Figure 27. Temperature dependence ofJc (labelled asjc) measured in fields of 0 T and
3 T (inset) for BZO-doped films deposited on STO (a) and NiW (b) substrates. The
symbols in figure (b) correspond the same BZO concentrations than in (a).
creep [115] which leads to a round shape of theJc(B) curve. The shape, however, does
not change with Pr, the curves are only shifted with different dopant concentrations. At
low temperatures, samples on both substrates show a clear plateau at the low-field region
and theJc(B) dependencies are similar, but at higher temperatures only the samples on
NiW show a clear plateau in the low-field region. The shape ofJc(B) of the NiW films
at high fields were reported for films with columnar defects [75,116–118]. Hence, GB’s
are the reasonable cause. However, on MgO, the shape ofJc(B) curve is typical for an
undoped YBCO sample grown on single crystal substrate (e.g. STO and MgO) for all
the dopant concentrations. Nevertheless, this difference also affectsB∗ andα, as we
will see later in this work, and this distinction is connected to the different amount of
GB’s or other defects, acting as pinning sites, but no comprehensive explanation has
been made.
Figure 29 presents a comparison of theJc(B) behavior between undopedµ-YBCO,
4 wt% BCO- and 4 wt% BZO-doped (optimal doping [75]) YBCO samples at 10 K.
TheJc(B) curve of the BCO-doped sample is between the undoped and the optimally
BZO-doped sample. This can be connected to the different pinning dynamics and the
absence of columnar defects, as the structural results suggest for BCO-doped samples.
The only measured temperature, 80 K, where BCO-doped sample gave higherJc in the
whole field range than optimally BZO-doped sample is shown in the inset of figure 29.
Nevertheless, theJc values of 2 wt% BCO-doped sample at 80 K are nearly the same as
in the undoped sample, as well as in the other region where 2 wt% BCO-doped sample
















0 % Pr, MgO
2 % Pr, MgO
0 % Pr, NiW
2 % Pr, NiW
Figure 28. Magnetic field dependence ofJc measured at 77 K for the undoped and 2%
Pr-doped samples for MgO- and NiW-substrate. At 77 K, the 2% Pr-doped samples have
higherJc in all the fields, compared with the undoped samples on both substrates.
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T = 80 K
2% BCO
4% BZO
Figure 29. Definition of the accommodation fieldB∗ = 0.9Jc(0) andα, with the com-
parison ofJc(B) at 10 K in undoped, 4 wt% BCO-doped and 4 wt% BZO-doped YBCO
films on STO. Inset presents a comparison between 2 wt% BCO-doped and 4 wt% BZO-











































Figure 30.Jc(B) curves measured at 10 K for BZO-doped films grown on STO (a) and
NiW (b) substrates. The example of the fit (equation 8) to double logarithmic plot is
shown in 0wt.% BZO data.
films on STO and NiW [P6], theJc(B) curves at 10 K are shown in figure 30.Jc(B)
curves for all the BZO+n-films at 10 K [P5], together with the determinedB∗ andα
values are presented in figure 31. In BZO-doped samples on STO (figures 30a and 31),
the shape ofJc(B) changes with doping, as observed earlier [119,120]. The lengthening
of the low-field plateau in BZO-doped samples is due to the increase in the density of
strong pinning sites. Also, BZO creates substantially less field-dependentJc(B) curve
on STO in the high-field region already with 2.6 wt% of BZO, as seen in figure 30a, and
this can be explained by the effects of anisotropic flux pinning and vortex curvature [86].
TheJc(B) shapes are similar between optimally doped samplesnopt = 2.6–4 wt% on
STO andnopt = 5–7.5 wt% on NiW (figure 30b). Still, the undoped sample on NiW
presents a significant disparity. The undoped sample curve is typical for YBCO on NiW,
as observed with the undoped sample on NiW in Pr-doped sample series (figure 28). The
crossover whereJc starts to decrease with increasingB in samples on NiW is connected
to the opacity of the GB network [121]. However, whereas the effect of Pr on the shape
of theJc(B) was insignificant, in BZO-doped films on NiW already the 1 wt% doped
sample shows the typical curvature for BZO-doped YBCO. This difference is obviously
caused by entirely different doping mechanism.
Whereas the effect of Pr on the shape ofJc(B) is almost negligible, both BCO and
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Figure 31. Magnetic field dependence ofJc (labelled asjc) for BZO+n-films on STO
determined from the hysteresis loops at 10 K. The lines are the fits to equation 8. The
inset table shows the accommodation field valuesB∗ and the power-law exponents in
fits to equation 8.
3.2.4 Accommodation fieldB∗
The accommodation field,B∗ (equation 7), was found to decrease with increasing Pr
concentration in all the Pr-doped samples [P1]–[P2] on STO, MgO and NiW substrates,
as presented in figure 32a. For samples on MgO and NiW a clear inverse correlation be-
tween the lattice coherence length,rc, andB∗ can be observed. A longrc corresponds to
a better ordering of the lattice and a smaller amount of lattice defects functioning as pin-
ning sites. Therefore, the decrease inB∗ with increasing Pr concentration is expected.
Also, because GB’s act as 2D-APC’s, it is qualitatively evident thatB∗ decreases if
Jgbc increases, because in the GB regions SC properties are improved. For samples on
buffered NiW, theB∗ values are roughly two times higher than in samples on MgO,
which can also be seen from the different shapes of theJc(B) curves in figure 28 be-
tween samples on MgO and NiW substrates. The higherB∗ values in samples on NiW
can be explained by a higher number of lattice defects, e.g. GB’s and other pinning sites,
than in samples on MgO, as very shortrc’s in samples on NiW indicate.
For BCO-doped samples [P3]B∗ was found to increase, as seen in figure 33a, giving
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Figure 32. a) Accommodation fieldB∗ and b) power law exponentα at 10 K for all
Pr-doped samples on STO, MgO and buffered NiW substrate. a)B∗ decreases in all the
Pr-doped samples (excluding 2% doped sample on NiW, where the value remains the
same), compared with the undoped ones. b)α varies between -0.4 and -0.5 in all the
samples on STO and MgO and between -0.5 and -0.6 in samples on NiW without clear
correlation to the Pr concentration.
shortestrc and an inverse correlation was observed betweenB∗ andrc, as expected.
B∗ of the undoped sample was the lowest at all the temperatures, whereas 10 wt%
doped samplesB∗ was the highest up to 60 K. Between 70–80 K the highestB∗ was
observed with the 4 wt% doped sample. This behavior is comparable with BZO-doped
samples on STO [P5]–[P6]. However, whereas theB∗ increased systematically in BZO-
doped samples, no clear linear dependence betweenB∗ and BCO concentration can be
detected. In BZO-doped samples, the highestB∗ was measured with the highest dopant
concentration (9 wt%), as seen in figure 34, or between 2.6 wt% and 4 wt%, which is
close to the magnetically observednopt, as presented in figure 31.
For BZO+n-YBCO films grown on both STO and NiW,B∗ andα values are pre-
sented in figure 34. The values ofB∗ are clearly higher in films deposited on NiW than
on STO at BZO concentrations up to 7.5 wt%. Because higherB∗ is associated with
a higher density of correlated defects [48], we can conclude that in samples on STO
there are not very many other defects than BZO and a relatively highB∗ already in
undoped YBCO on NiW indicates significant amount of structural defects even in the
undoped films. This observation goes well with the structural results, and theB∗ value
is essentially the same as the observedB∗ for undopedµ-YBCO on NiW in [P2]. This


































Figure 33. a) Accommodation fieldB∗ at 10 K was found to increase in all the doped
samples without clear correlation to BCO content giving its highest value, 218 mT, with
the highest doping level 10 wt% BCO at 10 K. b) Power law exponentα in all tem-
peratures for all BCO-doped samples. The difference inα between undoped and doped
samples is especially clear at low temperatures, indicating altered pinning dynamics
with doped samples.
lattice defects inn-YBCO samples [25]. Also, for BZO-doped films in [P6]B∗ had a
clear inverse correlation withrc.
B∗ decreased in all the Pr-doped samples on all the substrates, whereas in BaMO3-
doped (M= Ce, Zr) samplesB∗ increased in all the doped samples on STO. In Pr-
doped samples, this is connected to the increase ofJgbc at low dopant concentrations and
decrease in pinning site density asrc increases. However, in BaMO3-doped samples the
increasedB∗ is due to correlated defects (n+BZO) and overall increase in pinning site
density (n+BZO and BCO).
3.2.5 Power law exponentα
In the following, theα values are presented in absolute values.
For Pr-doped samples [P1]–[P2], the power law exponentα, presented at 10 K in
figure 32b, varies between 0.3 and 0.5 and decreases with increasing temperature in all
the samples on STO and MgO. The 20% doped sample presents an exception between
60 K and 70 K, whereα increases notably. However, this is due to the proximity of the
Tc in the 20% sample, which complicates the power law fitting. For Pr-doped samples
on NiW, the power law exponentα varies between 0.5 and 0.8 without clear correlation
to the Pr concentration. Above 30 K,α is slightly increased in the doped samples, but
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Figure 34. Accommodation fieldB∗ measured at 10 K and the power-law exponentα
(inset) for BZO+n-YBCO films grown on both STO and NiW substrates.
all the samples indicate a low density of strong pinning centers.
Determinedα-values for BCO-doped samples [P3] are presented in figure 33b. The
values vary mainly between 0.4 and 0.55 up to 80 K, excluding the 10 wt% doped
sample, which is already almost above the irreversibility line at 80 K. The difference
between undoped and doped samples is especially clear at low temperatures. The un-
doped sample is clearly inα = 0.5 region up to 70 K, while the 2 wt% - 6 wt% samples
are closer toα = 0.4, which is in accordance with literature for randomly distributed
nanoparticles [27]. All the samples (excluding the 2 wt% BCO-doped) seem to improve
their pinning properties above 70K. This increase ofα arises from the difficulty in the
correct fit ofα when the linear part of the log-logJc(B) is not very prominent. How-
ever, compared with BZO the values ofα are larger with BCO, which is expected as the
relative increase inJc(B) is smaller with BCO than BZO.
For BZO-doped samples [P6], the value ofα (inset in figure 34) decreases in sam-
ples on STO from 0.6 to around 0.3 for BZO concentration of 2.6 wt% being almost
constant above that. Still, in films on NiW,α decreases almost linearly with BZO con-
centration from about 0.55 at 0 wt% of BZO to around 0.25 at BZO 9 wt%. It is no-
table, that the films on STO reach a more effective and strong vortex pinning (α≈ 0.3)
with lower BZO concentrations than in films on NiW. This shows thatnopt is higher
for BZO-doped YBCO on NiW than on STO. For the BZO-doped samples in [P5],
presented in figure 31,α is 0.53 for the undoped sample, which is in agreement with
theories [49, 64, 65]. For doped samplesα varies between 0.21–0.33, which fits with
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the structural results where twin boundaries, dislocations and BZO nanorods cause the
increase inJc and the different shape for theJc(B)-curves for BZO-doped samples.
In summary, in the Pr-doped samples whereJc is increased, compared with the un-
doped sample, no additional strong pinning sites nor a change in the pinning dynamics
can be concluded according toB∗ andα. However, in BCO- and BZO-doped samples
improved pinning properties are observed. For BCO-doped samples the improvement
is clear at low temperatures but especially above 30 K the shape of theJc(B) curve
complicates the fitting of equation 8. Nevertheless, in BZO-doped samples theα values
indicate strong pinning, which is expected with correlated defects and nanorods that
BZO induces into YBCO lattice. Above 5 wt% of BZOα starts to increase [P5], in-
dicating a change in the pinning dynamics. This can be explained by single particles
forming together with BZO nanorods. Furthermore, it has been reported that thec-axis
correlated peak inJc(θ) decreases when the amount of BZO exceeds 4 wt% [114],
which also indicates a combination of different types of defects responsible for pinning
in higher dopant concentrations.
3.2.6 Angular dependence ofJc
The angular dependence ofJc was measured for all the BCO-doped samples in [P3],
to determine the shape of theJc(θ) and to study the effect of BCO toγeff . As a result,
none of the samples presented anyc-axis peak in theJc(θ) curves. Figure 35 presents
the angular dependency ofJc for the 2 wt% BCO-doped sample at 30 K. Only the
characteristic concave shape with a peak atB ‖ ab (θ = 90◦ and 270◦), which is
typical for undopedµ-YBCO films [P4] [35] can be detected. However,γeff was found
to be 2.2 in BCO-doped samples, which indicates decreased anisotropy compared with
the undopedµ-films γeff = 5−7 [35]. This result is in line with literature, where YBCO
thin films with BZO nanoparticles haveγeff = 2.8 [122]. These results, combined with
structural and magnetic data, show that in PLD thin films of YBCO, the BCO-doping
causes an isotropic increase in pinning and this is due to randomly distributed BCO-
nanoparticles, acting as 3D-APC’s.
For theµ-, n- and BZO+nfilms [P4] theJc(T, θ) parallel(θ = 0◦) and perpendic-
ular (θ = 90◦) to the YBCOc-axis were found to be the highest for the BZO+nfilm in
the whole magnetic field range and at all temperatures. Figure 36 presents an example
of these values, measured in 4 T. As observed, theµ-film has the lowest values on both
directions, excluding 50–80 K whereB ‖ c values are similar ton-film. However, the






































µ-film + 2 wt% BCO
T = 30 K
γeff = 2.2
Figure 35. The angular dependence ofJc for 2 wt% BCO-doped sample at 30 K in
external magnetic fields between 0.5 T–8 T. As for all the BCO-doped samples, noc-
axis peak can be detected. Data falls into a line withγeff = 2.2. The line is theJc
dependence withBeff obtained from the collapsed regions.
µ- andn-film and Jc(T, 90◦) is always higher than theJc(T, 0◦), thoughn-film has
higherJc values in general. In contrast, for the BZO+nfilm the difference between the
Jc(T, 0
◦) andJc(T, 90◦) is smallest in the whole temperature and magnetic field range
and in 4 T there is a crossover at 50 K, as seen in figure 36. This crossover temperature
was found to increase with the increasing magnetic field.
Theµ-film has the typical concave shape ofJc(θ) for undoped YBCO film [35],
whereas then-films curve is flatter with a sharp peak at theB ‖ ab (θ = 90◦). On the
other hand, the BZO-n-film has a very wide peak atB ‖ c at the low-field region, which
disappears at high fields and temperatures. This transition to concave shape takes place
aboveBφ where porous vortex solid forms [76] and therefore thec-axis oriented peak
disappears. From the Blatter scaling (equation 11) we obtainγeff = 5 for theµ-film
(see figure 37), which is again in the typical range ofγeff =5–7 for undoped YBCOµ-
thin film [35]. However, then-film collapses to a line withγeff = 1.8 and BZO+n-film
does not collapse to a line at anyγeff value at low temperatures, and therefore figure 37
presents BZO+ndata at 70 K. Insets in figure 37 present the nonscaling withγeff = 5
for these twon-films. Indeed, thoughn-film is phase pure YBCO, it has notably lower
effectiveJc anisotropy than theµ-film, which is due to excess amount of correlated
pinning sites. For BZO+n-film, the nonscaling is caused by thec-axis correlated BZO
rods, observed in most BZO-doped films and also in BZO+n-films [25]. Obviously,
these nanorods cause the wide peak atB ‖ c (θ = 0◦) in theJc(θ) curves.




















µ-film B || c
B ⊥ c
n-film B || c
B ⊥ c
BZO+n-film B || c
B ⊥ c
Figure 36.Jc(T ) parallel and perpendicular to thec-axis at 4 T for theµ, n, and BZO+n
films. The difference between theJc(T, 0◦) andJc(T, 90◦) is smallest for the BZO+n
film in the whole temperature range.
µ- andn-film fits follow the measured data nicely, as expected, excluding theB ‖
ab (θ = 90◦) peak, which is due to intrinsic pinning and lattice defects in the plane of
the film. The BZO+nfilm curve agrees to the expected shape from the Blatter scaling
theory only above 6 T, because the normal concave shape appears only at high fields
and temperatures. Results indicate that then- and the BZO+n-YBCO thin films have a
greatly decreased angular anisotropy ofJc. Moreover, as theµ-YBCO thin film follows
nicely the random pinning site model and itsγeff = 5 is in the normal range, this
difference indicates effective pinning sites in bothn- and BZO+n-films. The BZO rods
are the obvious pinning sites in the BZO+n-films, and the excess number of dislocations
in bothn-films compared toµ-films [25,123] lead to morec-axis oriented pinning.
3.2.7 High-fieldJc
The resistivity measurements with pulse magnet setup were done for YBCO BZO+n-
films on STO. The pinning potential valuesU(B, T ), presented in table 6, were cal-
culated with equation 10 from the temperature dependence measurements ofρ(B). As
table 6 indicates, the fitted pinning energy values increase with BZO doping. TheU(B)
values for the undoped sample at 65 K are in line with earlier results [124, 125], to-
gether with doped samples, which are in agreement with earlier study with BaSnO3 and














































Figure 37. The scaling of theJc(B, θ) data for theµ-, n-, and BZO+n-films. Note that
the BZO+n-film data are taken at 70 K, whereas the others are at 30 K. The insets show
scaling withγeff =5 for then and BZO+nfilms.
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Table 6. Temperature dependence of the pinning potential valuesU(B, T ) calculated
from the fittedU0 andα values at 15 T for the undoped (0 wt%) and BZO-doped (19
wt%) YBCO films.
Sample U (15 T, 65 K) U (15 T, 77 K) U (15 T, 88 K)
(%) (K) (K) (K)
0 561 30 1
1 913 73 2
2.6 1104 73 3
4 756 48 3
5 913 73 7
7.5 938 73 7
9 1532 126 -
films at 65 K are presented in figure 38a. All the BZO-doped YBCO films have higher
Jc’s than the undoped sample in this high magnetic field range. However, there is no
clear correlation between BZO content andJc, but it is notable that higher BZO con-
tents are more effective when compared with theJc’s obtained from magnetic measure-
ments, e.g. 9 wt% BZO-doped sample has the highestJc above 23 T (figure 38a), while
the same sample had the smallest magnetically measuredJc below 0.6 T (figure 30).
Moreover, theBirr’s, presented in figure 38b, determined from theρ(B) curves point
whereρ exceeds the noise level3 · 10−7 Ωm, show that the solid-liquid transition of
the vortex matter occurs 5 T higher for the 9 wt% BZO-doped sample than in the un-
doped sample atT/Tc < 0.9. In all the other samples irreversibility lines are located in
between the 0 and 9 wt% doped samples. This notable difference innopt between low-
field and high-field region is due to the field dependence of thenopt. This dependence
is presented in figure 39. As observed, thenopt is almost constant between 1–20 T, but
above this range the maximum position ofJc(n) (inset in figure 39) changes. Because
the density of the columnar defects does not increase linearly with dopant concentra-
tion, it is understandable that a highernopt is needed in the high magnetic field region.
This increase can be qualitatively explained with a model where isotropic pinning sites
are formed in addition to nanorods.
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Figure 38. a) The field dependences of theJc’s at 65 K and b) the temperature depen-
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Figure 39. Magnetic field dependence of optimal BZO concentrationnopt measured
in two different field ranges. The error bars are calculated from the parabolic fits to
the experimental BZO concentration dependentJc data, measured at different magnetic
fields. The lines in the main panels are fits to the exponential increase in low fields on
the left and to the linear behavior on the right.
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4 Conclusions
” Shall I refuse my dinner because I do not fully understand the process of
digestion?”
–Oliver Heaviside
In this work, three different doping methods of YBCO thin films have been studied,
leading to three different mechanisms to increase the critical current density,Jc, in
pulsed laser deposited YBCO thin films.
For cationic inclusion, Pr3+ (Pr) at the Y3+ site, the effect of increasingJc is con-
nected to an increase in the grain boundary critical current densityJgbc . This is evi-
denced by the fact that in the absence of GB’s (samples on STO),Jc does not increase
with Pr, whereas in Pr-doped samples on MgO and buffered NiW, bothTc andJc in-
creased in low dopant levels. The highestJc’s were achieved in 2% Pr-doped samples
at all temperatures and fields in samples on buffered NiW, and in the self-field (0 T) at
all temperatures, and in all fields above 60 K in samples on MgO. The dependence of
Tc on Pr concentration indicates that the intra-grain inhomogeneity does not increase
until 10% of Pr. This can be explained by Pr segregating into the grain boundary re-
gions, increasingJgbc by increasing the O vacancy formation energies, reducing hole
depletion and increasing carrier density, accordingly, inducing the same mechanism as
Ca2+ has been shown to induce [98, 101]. Excess O vacancies in grain boundaries and
their corollary effects are the primary reason for the reduction inJc in poly-crystalline
YBCO. Pr doping decreases the intrinsic excess of O vacancies of YBCO grain bound-
aries. Thus, high critical currents are restored through a cooperative doping mechanism.
Furthermore, the results indicate that in the grain boundary regions under compression
and tension, Pr also replaces Ba, which relieves strain and again suppresses O vacancies.
Moreover, in the presence of GB’s, the lattice coherence length increased in doped sam-
ples among with the structural quality in thec-axis direction. According to the results
from B∗ andα the pinning dynamics did not change substantially in samples on any
substrate. These results are in line with literature, where Pr inclusion has been found to
increaseJc e.g. in bulk [15,93,126] and melt-textured samples [127], where in all cases
GB’s are present.
The effect of doping with the non-superconducting perovskites BaCeO3 (BCO) and
BaZrO3 (BZO) was found to be different. According to the structural measurements,
the BCO is distributed into the lattice as very small particles, with an estimated size of
2 nm. The surface microstructure of the films changed with increasing BCO content,
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from a regular grain size and distribution to an irregular one, already visibleat 4 wt%
of BCO, which is in line with observations on melt-textured and bulk samples [19,20].
However, the twin structure can be clearly seen in XRD even in the 10 wt% BCO-doped
sample indicating less lattice distortion compared with the BZO dopant.
Jc was found to increase and, depending on the external field and temperature, the
highestJc’s were obtained with 2 wt% or 4 wt% BCO-doped samples. TheJc(B) curve
sits between the undoped and optimally BZO-doped sample below 80 K. Only at 80 K
the 2 wt% BCO-doped sample gave higherJc values in the whole field region than the
optimally doped (4 wt%) BZO sample. BCO doping was found to decrease theJc(θ)
anisotropy notably toγeff = 2.2. The determinedB∗ andα, together with the struc-
tural and angular dependency measurements ofJc indicate a different type of pinning
dynamics compared with BZO. We propose that this is due to the roundish, randomly
distributed small BCO particles (3D-APC’s), not columnar defects, in the YBCO lattice.
In contrast, in the BZO-doped samples, BZO grows cube-on-cube with YBCO,
forming a correlated network of film penetrating nanorods (1D-APC’s). Also, the thin
films ablated from an-grained and a BZO-dopedn-grained YBCO target have a greatly
decreased angular anisotropy ofJc. Because the thin film ablated fromµ-grained YBCO
follows nicely the random pinning site model and itsγeff = 5 is in the normal range, this
difference indicates effective pinning sites in bothn- and BZO+n-films. The BZO rods
are the obvious pinning sites in the BZO+nfilms and more dislocations in bothn-films
than inµ-film [25,123] lead to morec-axis oriented pinning. However, as we observe in
[P5] α increases above 5 wt% of BZO, which complicates the pinning system. This can
be explained by a combination ofc-axis oriented pinning and single particles forming
together in the lattice above 5 wt% of BZO. The optimal BZO concentration increases
above 20 T from 4 wt% almost up to 8 wt%. This increase can be explained with a
model where isotropic pinning sites are formed in addition to nanorods.
When we compare the results from thin films deposited on single crystal STO and
buffered NiW, we can conclude that while the optimal BZO concentration depends on
temperature and field,nopt is a few wt% higher in films on NiW than in films on STO.
This is in agreement with earlier results [25], where differences in defect densities be-
tween the undopedn- andµ-films have been observed to be important when the BZO
dopants are distributed into the YBCO lattice.
In conclusion, all the studied dopants did increaseJc, but the substrate, the temper-
ature and the magnetic field range determine the optimal dopant concentration.
55
References
[1] H. Onnes, Leiden Comm.120b, 122b, 124c, (1911).
[2] W. Meissner and R. Ochsenfeld, Naturwissenschaft21, 787 (1933).
[3] F. London and H. London, Physica2, 341 (1935).
[4] V. L. Ginzburg and L. D. Landau, Zh. Eksp. Teor. Fiz.20, 1064 (1950).
[5] J. Bardeen, L. N. Cooper and J. R. Schrieffer, Physical Review108, 1175 (1957).
[6] J. G. Bednorz and K. A. M̈uller, Z. Phys. B64, 189 (1986).
[7] M. K. Wu et al., Phys. Rev. Lett.58, 908 (1987).
[8] J. Nagamatsuet al., Nature410, 63 (2001).
[9] Y. Kamiharaet al., J. Am. Chem. Soc.128, 10012 (2006).
[10] R. Wesche,Springer Handbook of Electronic and Photonic Materials(Springer,
2006).
[11] N. Klein et al., J. Appl. Phys.67, 6940 (1990).
[12] W. V. Hasselzahlet al., Proceedings of the IEEE92, 1655 (2004).
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[77] J. Gutíerrezet al., Nature materials6, 367 (2007).
[78] A. V. Narlikar, C. V. N. Rao and S. K. Agarwal,Studies of High Temperature
Superconductors vol 1, ed A Narlikar(New York: Nova Science, 1989).
[79] A. V. Narlikar et al., Phil. Mag. Part B79, 717 (1999).
[80] V. P. S. Awana and A. V. Narlikar, Phys. Rev. B49, 6353 (1994).
[81] V. P. S. Awana, A. Tulapurkar, S. K. Malik and A. V. Narlikar, Phys. Rev. B50,
594 (1994).
[82] A. Sedky, A. Gupta, V. P. S. Awana and A. V. Narlikar, Phys. Rev. B58, 12495
(1998).
59
[83] E. Blinov et al., Supercond. Sci. Technol.10, 818 (1997).
[84] J. Raittila, H. Huhtinen, P. Paturi and Y. P. Stepanov, Physica C371, 90 (2002).
[85] F. C. Wellstood, J. J. Kingston and J. Clarke, J. Appl. Phys.75, 683 (1994).
[86] P. Paturi, M. Irjala, H. Huhtinen and A. B. Abrahamsen, J. Appl. Phys.105,
023904 (2009).
[87] J. Ye and K. Nakamura, Phys. Rev. B48, 7554 (1993).
[88] P. Scherrer, Nachrichten von der Gesellschaft der Wissenschaften zu Gttingen98,
394 (1918).
[89] A. Gauzzi and D. Pavuna, Appl. Phys. Lett.66, 1836 (1995).
[90] H. Huhtinen, K. Schlesier and P. Paturi, Supercond. Sci. Technol.22, 075019
(2009).
[91] F. Fabbriet al., Supercond. Sci. Technol.13, 1492 (2000).
[92] B. Dam, J. H. Rector, J. M. Huijbregtse and R. Griessen, Physica C296, 179
(1998).
[93] T. Harada and K. Yoshida, Physica C383, 48 (2002).
[94] K. Kinoshitaet al., Jpn. J. Appl. Phys.27, L1642 (1988).
[95] A. Goyalet al., Supercond. Sci. Technol.18, 1533 (2005).
[96] R. Kromannet al., J. Appl. Phys.71, 3419 (1992).
[97] V. Svetchnikov, V. Pan, C. Træholt and H. Zandbergen, IEEE T. Appl. Supercond.
7, 1396 (1997).
[98] X. Songet al., Nature Mat.4, 470 (2005).
[99] D. M. Feldmannet al., J. Mater. Res.20, 2012 (2005).
[100] R. K. Singhal, Mater. Lett.65, 825 (2011).
[101] R. F. Klieet al., Nature435, 475 (2005).
[102] J. Namet al., J. Appl. Phys.97, 123906 (2005).
60
[103] A. P. Goncalveset al., Phys. Rev. B37, 7476 (1988).
[104] J. Fink, N. N̈ucker, H. Romberg and M. Alexander, Phys. Rev. B42, 4832 (1990).
[105] K. Schlesier, Superconducting properties and their enhancement in
REBa2Cu3O7−δ (RE = Y and Gd) films prepared by pulsed laser abla-
tion (University of Turku, 2010).
[106] X. L. Li, J. Gao, H. Y. Wong and Z. H. Mai, Thin Solid Films489, 200 (2005).
[107] H. Huhtinen, M. Irjala, P. Paturi and M. Falter, IEEE T. Appl. Supercond. (2010).
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